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Prior to installation:
1) Disconnect the battery. Note: Removal of the steering wheel is not required.

TOOLS REQUIRED FOR INSTALLATION:
1) Flat head screwdriver, Phillips screwdriver, 10mm nut driver, T-20 torx bit.

Insert the flat head screwdriver into each of the slots
behind the steering wheel and compress the springs to
release the airbag. Once the airbag has been released,
pull it out and disconnect the green/yellow and black clips
from the connectors behind the airbag. Store the airbag
aside.

Disconnect the 2 connectors from the top of the steering
column.

Using a T-20 torx bit, unscrew the 2 screws inside Separate and pull the instrument panel from the

the steering wheel on each side, and 2 behind steering wheel. Disconnect the harness
the wheel trim. connected to the instrument panel

Using the T-20 torx bit, loosen the 2 inner screws To reassemble steering wheel, follow the instruc-

that hold the wheel trim and the instrument controls tions in reverse order. Do not forget to reconnect
together and remove the 2 outer screws to separate the battery once everything has been reinstalled.

the wheel trim. Replace the OEM wheel trim with the
Bimmian carbon fiber wheel trim. 4 screws are
included, use the Phillips screwdriver to attach

the wheel trim back to the instrument controls.
Tighten each screw alternatively until the both
pieces are fit flush together.

Bimmian or any of it’s subsidiaries, employees, owners, operators, or sub-contractors will not be liable for your use or inability to use this product or any
problems arising from your use of this product whether directly or indirectly caused by the use of or inability to use this product.



